
WIND METERS
Do you work at height? For safety reasons, we recommend to always measure the wind speed 
before getting started with your aerial work platform. Discover our range of wind meters!

•	 Measures the wind speed and direction
•	 Plugs into the 3,5 mm audio jack of a smartphone  

(no Bluetooth)
•	 Speed: 1-200 km/h with a 0,5% tolerance
•	 With app for iOS and Android

REF 164TA5480

•	 Measures the wind speed and direction, humidity, 
temperature and pressure

•	 With Bluetooth range up to 30 m
•	 Speed: 0,8-200 km/h with a 0,5% tolerance
•	 Humidity: 0-95% with a 3% tolerance
•	 Temperature: from -40 °C to 125 °C  

(with tolerance 0,4 °C)
•	 Pressure: 300-1100 mbar (with tolerance 0,12 mbar)
•	 With app for iOS and Android

REF 164TA5481

•	 Magnetic flexible compact tripod 
for REF 164TA5481

•	 Dimensions: 3,3 x 3,3 x 17,1 cm
•	 Capacity: 325 g

REF 164TA5482
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•	 Wind speed meter
•	 With Bluetooth range up to 100 m
•	 Speed: 0,6-50 m/s (resolution 0,1 m/s – accuracy 3%)
•	 Temperature: from -30 up to 60 °C (resolution 1 °C)
•	 Height: 210 mm
•	 Distance cup to cup: 120 mm
•	 With app for iOS and Android

REF 164TA5478

•	 Wind speed and direction meter
•	 With Bluetooth range up to 100 m
•	 Speed: 0,6 – 50 m/s (resolution 0,1 m/s – accuracy 3%)
•	 Temperature: from -30 up to 60 °C (resolution 1 °C)
•	 Direction: 0-359° (resolution 1° - accuracy 2,5°)
•	 Height: 250 mm
•	 Overall diameter vane: 220 mm / cup to cup: 120 mm
•	 With app for iOS and Android

REF 164TA5476

•	 Magnetic self-levelling mounting bracket 
for REF 164TA5478

REF 164TA5479

•	 Magnetic self-levelling mounting bracket 
for REF 164TA5476

REF 164TA5477
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